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FREE-ENERGY: 

NIKOLA TESLA SECRETS FOR EYERYBODY 


by Vladimir Utkin u.v@bk.ru 

FIRST SECRET 

Ali of Tesla’s secrets are based on 

ELECTROMAGNETIC FEEDBACK 



EXPLANATION: An ordinary energy system comprises a generator and motor (common view), and can be 

completed with an electric current feedback as shown here in electrical Circuit (a) 


NO FREE-ENERGY 


FREE ENERGY IS POSSIBLE 


Motor Generator Motor Generator 




In case (a), the system once started, will slow down and stop because of friction, resistance and so on. Nikola 
Tesla arranged a feedback loop for the electromagnetic field: case (b), and he said: 


ELECTROMAGNETIC FIELD FEEDBACK DESTROYS THE INTERACTION SYMMETRY 

This means that an action no longer has an equal and opposite reaction 

In case (b), once started, the system will accelerate in spite of friction, resistance and so on (provided that the 
phase of the electromagnetic feedback is positive and is sufficiently large). In order for an electromagnetic field to 
exist in a motor, there must be some energy input, and Tesla said: 


ENERGY GENERATION BY IT’S OWN APPLICATION 

OUESTION: How can you produce positive electromagnetic field feedback? 

AN ANSWER: The simplest and well-known example is Michael Faraday’s unipolar motor, as modified by 

Nikola Tesla: 


v - -ij m r* 

(a) (b) 
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An ordinary unipolar motor consists of a magnetised disk, and a voltage applied between the axis and a point on 
the circumference of the disc as shown in (a) above. But an ordinary unipolar motor can also consists of an 
external magnet and a metal disc with a voltage applied between the axis and a peripheral point on the disc as in 
(b) above. Tesla decided to modify this version of the unipolar motor. He cut the metal disc into helical sections 

as shown here: 



In this case, the consumption of current produces an additional magnetic field along the axis of the disc. When 
the current-carrying wires are tilted in one direction, their magnetic field augments the main external magnetic 
field. When the wires are tilted in the other direction, their magnetic field reduces the main external magnetic 
field. So, the current flow can increase or reduce the external magnetic field of the unipolar motor. 

Amplification is not possible without applying power 

If it is possible to arrange a magnetic field feedback loop for mechanical devices, then it is probably possible to 
arrange it for solid-state devices like coils and capacitors. 

The others parts of this article are devoted to devices which use coils and capacitors. Ali of the examples in this 
article are only intended to help your understanding of the principles involved. Understanding would be madę 
easier if we pay attention to the ferromagnetic shielding of the second coil in the transformer invented by Nikola 
Tesla: 



In this case, the ferromagnetic shield separates the first and second coils in the transformer from each other, and 
that shield can be used as magnetic field feedback loop. This fact will be useful for understanding the finał part of 
this article. It is also helpful to consider the properties of the electrostatic field. 


ELECTROSTATICS 

(scalar field and the longitudinal electromagnetic waves) 


Comment: Mr. Tesla said, “there is radiant energy, perpendicular to the surface of any charged conductor, 

produced by a scalar electromagnetic field, thus giving rise to longitudinal electromagnetic waves”. 
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Top view 


At first glance, this contradicts the age-old experience in studying the electromagnetic field (according to modern 
concepts, any electromagnetic field has components which are perpendicular to the direction of the propagated 
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electromagnetic wave), also, Maxwell's equations describe an electromagnetic field as a vector. However, the first 
impression is erroneous, and no contradiction exists. 

Definitions of Physics: Any conductor has both inductance and capacitance, that is, the ability to accumulate 
charge on it’s surface. A charge on the surface of a conductor creates an electric field (electrostatic field). The 
potential (voltage) at any point of the electric field is a scalar guantity!!! (That is, it is a scalar electric field ...). 


Side view 
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Top view 


If the electric charge of the conductor varies with time, then the electrostatic field will also vary with time, resulting 
in the appearance of the magnetic field component: 




Thus, the electromagnetic wave is formed (with the longitudinal component of E ...). 


REMARK: In order to understand how a longitudinal wave interacts with conductive bodies, one needs to read 
the section of electrostatics entitled "Electrification by Influence". Particularly interesting are Maxwell's equations 
where they mention the displacement current. 


Now we come to the first secret: 


3 





























1 


The power source in Nikola Tesla’s free energy device, the amplifying transformer, is a 


SELF-POWERED L-C CIRCUIT 


EXPLANATIONS 



Nikola Tesla LC drcuit - with amplificalun 



AN EXAMPLE OF UNLIMITED VOLTAGE RISE 

(Based on batteries and a switch) 



EXPLANATION: Batteries 1 and 2 are connected to the capacitor C alternately, through the inductances L. 
Voltage on capacitor C and the voltage from the batteries are increasing. As a result, there can be unlimited 
voltage rise. When the voltage on the capacitor reaches the desired level, it is connected to the load. 

COMMENT: Two diodes were used to avoid synchronisation requirements. Manuał or relay switching can be 
used. One implementation used a spark gap to connect the output load but a switch is an alternative method. 
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TIME LINĘ FOR THE PROCESS: 



The schematics can be simplified, and only one battery used (load is connected in the same way). 




COMMENT: Maybe Alfred Hubbard used an idea shown as option B, in some versions of his transformer 
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COMMENT: If you want to get a self-powered Circuit, you have to arrange some kind of energy feedback to the 

batteries. But, is this an actual Free-Energy technology? I am not surę.... 

COMMENT: Is this the only possible way? 

No, of course not - there are different ways of doing it. For example, you can use fields inside and 
outside of some LC circuits. How can we do that? 


For morę secrets read the following parts... 
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HOW DO WE GET THIS RESULT? 


AN ANSWER 

You need to charge the capacitor using the electric component of the electromagnetic field of the inductor (using 
the displacement current of Maxwell’s eguations) 







Magnetic 
field Srom 
Inductance 


Electric . 

field from E(t) + + +;*; 
Inductance 


EXPLANATION 

When the electric field in capacitor C is decaying, due to feeding electrical current into an inductor (not shown), 
the external electric field generated by the inductor tries to charge this capacitor with the inductor’s displacement 
current. As a result, the capacitor draws energy in from the surrounding electromagnetic field, and the capacitor’s 
voltage rises cycle by cycle. 


IMPLEMENTATION A - a central capacitor is used: 
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IMPLEMENTATION B - no capacitors are used: 
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In this case instead of using a capacitor, the capacitance between the two sections of inductor L provides the 
necessary capacitance. 


HOW DO WE START THE PROCESS? 

In implementation A, you must charge the capacitor and connect it to the inductor to start the process. 

In implementation B, you must use an additional pulsing or “kicking” coil, which starts the process by providing a 
pulse in either the electrical field or the magnetic field (shown later on). 


HOW DO WE STOP THE PROCESS? 

The process of pumping energy can continue uninterrupted for an unlimited length of time and so the question 
arises; how do you stop the device if you should want to?. This can be done by connecting a spark gap across 
the coil L and the resulting sparking will be sufficient to stop the process. 


THE “KICKING” PROCESS USING AN ELECTRIC FIELD 

Use an additional special “kicking” coil, which can generate short powerful magnetic pulses, and install an 
amplifying Tesla coil along the electrical vector of the electromagnetic field of this coil. 
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Electrical 
field from 
“Kieking” 
Coil 


The electrical field of the driving pulse or “kieking” coil will charge the spread capacitors of the inductor, and the 
process will be started. Use pulses as short as possible in “kieking” coil, because the displacement current 
depends on the speed of the changes in the magnetic field. 


THE “KICKING” PROCESS WITH A MAGNETIC FIELD 

It is not possible to “kick” the process by displacement of the amplifying Tesla coil in the uniform changing 
magnetic field of the “kieking” coil, because the output voltage on the ends of the Tesla amplifying coil will be 
equal to zero in this case. So, you must use a non-uniform magnetic field. For that you must install a “kieking” 
coil, not in the centre of the amplifying Tesla coil, but positioned away from the centre 


Yersion A 


V ersion B 



IS THAT ALL TRUE, AND THE BEST TECHNIOUE TO USE? 

No, it is not! Nikola Tesla found morę subtle and morę powerful method - his bi-filar pancake coil! 
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BI-FILAR PANCAKE COIL - MAY BE THE BEST METHOD 

The voltage between adjacent turns in an ordinary coil is very Iow, and so their ability to generate additional 
energy is not good. Conseguently, you need to raise the voltage between adjacent turns in an inductor. 


Method: divide the inductor into separate parts, and position the turns of the first part in between the turns of the 
second part, and then connect end of the first coil to the beginning of the second coil. When you do that, the 
voltage between adjacent turns will be the same as the voltage between the ends of the whole coil !!! 


Next step - rearrange the position of the magnetic and electric fields in the way needed for applying amplifying 
energy (as described above). The method for doing this is - the fiat pancake coil where the magnetic and 

electric fields are arranged in exactly the way needed for amplifying energy. 


Front view 


Side view 



Magnetic 

Field 


Coil for electromagnets 


Now, it is elear why Tesla always said that his bi-filar pancake coil was an energy- 
amplifying coil !!! 


REMARK: for the best charging of the natural self-capacitance of the coil, you have to use electric pulses which 
are as short as possible, because the displacement current as shown in Maxwell’s equation, depends to a major 
degree on the speed of the change in the magnetic field. 


THE DUAL - LAYER CYLINDRICAL BI-FILAR COIL 

Instead of the standard side-by-side cylindrical bi-filar coil, the coil winding may also be arranged in two separate 
layers, one on top of the other: 
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THE ELECTRO - RADIANT EFFECT 

(Inductance in an electrostatic field) 


EXPLANATION 

The primary coil in Tesla’s transformer is the 

first piąte of the capacitor. The secondary coil - is 
the second piąte of the capacitor. 

When you charge a capacitor C from your source 
of energy, you charge a wire of the primary coil 
also. As a result, a wire of the secondary coil is 
charging also (as a return from ambient space). 

In order to start the process, you have to remove 
charge from the primary coil (by arranging a jump 
in potential in ambient space). When this is done, 
a huge displacement current occurs - as a result of 
that potential jump. Inductance catches this 
magnetic flux, and you have energy amplification. 

If this process is operating, then you generate a 
magnetic field in ambient space. 

COMMENT : The capacitance of the wire of the 
primary coil is very Iow, and so it takes very little 
energy to charge it, and a very short spark to 
discharge it (without removing charge from the 



The secondary 
coil - the second 
piąte of the 
capacitor 




NO 

CURRENT 

CHARGE 

REMOVAL 

ONLY 


Very short spark - for 
charge removal from 
the primary coil 


The primary coil 
- the first piąte 
of the capacitor 


Tesla's Magnitying Transmitter 


capacitor C). 


COMMENT: Notice that the spark gap must be connected to 

the ground as, in my opinion, this is a very important feature of this process, but Mr Tesla did not show 
grounding . Perhaps this needs to be a separate grounding point. 


REMARK: In my opinion, this technology was also used in Gray’s device and in Smith’s devices and in both 
cases the spark gap was connected to the ground . 

ALSO: 

Pay attention to the words used in Gray’s patent for inductive load”. 

And, pay attention to Smith’s words “I can see this magnetic field, if I use a magnetometer”. 
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MODERN IMPLEMENTATIONS 

in self-powered L-C circuits 


EXAMPLE 1 

Using a bi-filar coil as the primary coil in a resonant Tesla transformer 

By Don Smith 



Explanation: The bi-filar primary coil is used as primary for energy amplification, and is pulsed through the spark 
gap. 



Tc%lrt » Magmfymg Tran»tinUrr 
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EXAMPLE 2 

By Mislavskij 

Is comprised of two capacitor plates sandwiching a ferrite ring core with a coil wound on it: 



EXPLANATION 

When a capacitor is charging (or discharging), this “displacement” current flow generates a magnetic field in the 
vacuum in a circular form (Maxwell’s equations). If a coil is wound on a ferrite toroid placed between the plates of 
the capacitor, then a voltage is generated in the turns of that coil: 



Also, if an alternating current is applied to the coil wound on the ferrite toroid, 
then voltage is generated on the capacitor plates. 

If an inductor and a capacitor are combined in an L-C Circuit, then there are 
two cases inside such an L-C Circuit: 

a) energy amplification and b) energy destruction 

The situation depends on how the coils and capacitor are connected together 


Energy Generation 


Energy Destruction 





COMMENT: If the direction of the turns in the coil wound on the ferrite core is reversed, 
then the wires connecting the coil to the capacitor plates need to be swapped over as 
well. 


The first experiments with a ferrite core inside a capacitor were madę in 1992 by Mislavskij (a 7th-year pupil of the 
Moscow school), and so it is known as “Mislavskij’s transformer”. 


PROTOTYPE TRANSFORMER: 
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THE SAME APPROACH? 

By Don Smith 

In this arrangement, the capacitor is charged by sparks and powerful displacement current is produced. The 
transformer with the ferromagnetic core is collecting this current. 



w mi mm m mmi mm\c mmmmmcimim to m immm mm 
m m cmm \? into um &ktcićity. mmm is mmv by a mm miw ópounp. 


IMAGE BY ZERO rCtS ’ 


COMMENT: This schematic diagram is very rough, and lacking in details. It will not perform correctly without 
back-electromagnetic force suppression of some kind (see below). 
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SECRET 1.1 

Back-EMF suppression in a resonating Tesla coil 

Version 1 

The primary and secondary coils, and the ground connection in this Tesla coil are arranged in special manner: 


Wiuding dkection 
for two parts of the 

secondary cod 


Outpnt spark 



Secondary coil 
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parts comiected 
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Free end 


Ground 


Exctttng spark 


Primary coil, 

*r 

placed in the 
middle of the 
secondary 


Explanation: The exciting (driving) current and the load current in an electromagnetic field, are perpendicular 
to each other as shown here: 


H- 



For resonance 
(or excitmg) 
current 


COMMENT: In order to get an energy gain, the frequency of excitation of the primary coil must be the resonant 
freguency of the secondary coil. 
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Strong permanent 
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snuffer 


High-voltage 
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Nikola Tesla 


COMMENT: Excitation with just a single spark is possible. 

COMMENT: In Mr. Tesla’s terminology, this is pumping charges or charge funneling, the charge is coming from 

the ground (which is a source of energy). 
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POTENTIAL (YOLTAGE) DISTRIBUTION ON T H E COIL 


Beloi e tlie ą omul spark 

For one moment 





Adele cl by p omni spaik 

For one moment 






EXPLANATION The task of the oscillating Circuit is to create a local electromagnetic field with a large electrical 
component. In theory, it would only be necessary to charge up the high voltage capacitor just once and then a 
lossless Circuit would maintain the oscillations indefinitely without needing any further power input. In reality, 
there are some losses and so some additional power input is needed. 

THESE OSCILLATIONS ACT AS A "BAIT", ATTRACTING CHARGE INFLOW FROM THE LOCAL 
ENVIRONMENT. Almost no energy is needed in order to create and maintain such a "bait"... 

The next step is to move to this "bait" to one side of the Circuit, close to the source of the charges which is the 
Ground. At this smali separation, breakdown occurs and the inherent parasitic capacitance of the Circuit will be 
instantly recharged with energy flowing into the Circuit from outside. 

At the ends of the Circuit there will be a voltage difference, and so there will be spurious oscillations. The direction 
of this electromagnetic field is perpendicular to the original field of the "bait" and so it does not destroy it. This 
effect is due to the fact that the coil consists of two opposing halves. The parasitic oscillations gradually die out, 
and they do not destroy the “bait” field. 

The process is repeated spark by spark for every spark which occurs. Consequently, the morę often sparks 
occur, the greater the efficiency of the process will be. The energy in the "bait" experiences almost no dissipation, 
providing a much greater power output than the power needed to keep the device operating. 
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TESLA SCHEMATICS 

COMMENT: Don Smith named this technology “Bird on the wire”. The bird is safe on the wire until a spark 
occurs. 



COMMENT: Mr. Tesla named this technology a “charge funnel” or “charge pump” 


THE PRINCIPLE OF THE TECHNOLOGY 

1. This Free-Energy device generates an AC electrical potential in ambient space (“bait” for electrons), 

2. Electrons flowing through the load, flow in from the environment, attracted by this “bait” (pumped in) 

NOT A SINGLE ELECTRON USED FOR EXCITING AMBIENT SPACE NEEDS TO FLOW THROUGH 
THE LOAD 

Stars 



Earth is a charged body 


Partieles and radiation 


Particles and radiation 


Sun 


1. Potential (Voltage) - from FE device 

2. Electrons (Current) - from external body 


Free Energy 
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POSSIBLE DESIGN FOR THE “CHARGE PUMP” OR “CHARGE FUNNEL” 

By Edwin Gray 

Probable Schematic for Edwin Gray’s Cold Electricity Circuit 
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EXPLANATION: This schematic is a simplification of Gray’s patent, produced by Dr. Peter Lindemann for 

greater clarification in his book. 



FIG. 3 



FIG. 4 
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POSSIBLE DESIGN FOR THE “CHARGE PUMP” or “CHARGE FUNNEL” 



EXPLANATION: The charging system is unable to “see” the field inside a charging capacitor. 

COMMON VIEW OF RESONANCE: Resonance is not destroyed if you short-circuit or open a “pumping” 

capacitor. 



COMMENT: You can add an ordinary, very large capacitor in parallel with the “pumping” capacitor for morę 

impressive results. 

Don Smith illustration 



COMMENTS: You have to use an alternating E-field, in order to charge the capacitor. But, Smith marked the 
North and South poles in his drawing. I think that this is true for only one instant. Diodes are not shown in his 
drawings, which indicates that his device as shown, is to my mind not complete. 
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THE EXTERNAL APPEARANCE OF ED GRAY’S TUBĘ 


EXPLANATION: Gray’s tubę with it’s two internal grids is seen in the middle. Two diodes are underneath the 
acrylic sheet (???). A Leiden Jar is located on the left (???) The HF HV coil is behind Gray’s tubę (???) 



A POSSIBLE DESIGN FOR THE “CHARGE PUMP” or “CHARGE FUNNEL” 

THE TESTATIKA by Paul Bauman 

EXPLANATION: The central electrode in the jars (capacitors) is for the excitation of ambient space; the two 

external cylinders are the plates of the charging capacitors. 



EXPLANATION: The charging mechanism is unable to “see” the field inside the charging capacitors. 
COMMENT: For morę details read the section on asymmetrical capacitors. 
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A POSSIBLE DESIGN FOR THE “CHARGE PUMP” or “CHARGE FUNNEL” 


COMMENT: This is based on Tesla’s schematics 



COMMENT: First, you need to arrange a “voltage killer” barrier on one side of the Tesla coil. This is to create a 
“BUND” charging system which can’t “see” the charge on the capacitor (see below for morę detail on 
“blindness”). 


COMMENTS: £ Huge capacitor’ means: as much ordinary capacitance as possible. 

Effectiveness depends on voltage and coil frequency, and current in the node. 
Effectiveness depends also on the frequency at which the excitation spark occurs. 
It is very similar to Don Smith’s devices. 




z x 



An oidinaiy lituje 

capacitor 
(Is foil wrapped 

plastic better???) 



COMMENT: For morę details read part devoted to Avramenko’s pług... 
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POSSIBLE DESIGN FOR THE “CHARGE PUMP” or “CHARGE FUNNEL” 


Ri 



Node 


FI 






Exciting spark 

In resonance FI or 
one spark exciting 
(as Smith) 


Voltage killer - node arranger 

Foil wrapped plastic 


Don Smith illustration 
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EXPLANATION: The charging system is unable to “see” the field inside the charging capacitor. 
COMMENT: For morę details read the part which is devoted to Avramenko’s pług... 

COMMENT: An ordinary piece of wire can be used in some versions of this gadget, see below.... 
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ENERGY REGENERATION BY 

L/4 COIL 


COMMENT: This system is based on wireless energy transmission through the ground 
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COMMENT : Energy radiated to ambient space lowers the efficiency of this process 
COMMENT: The Receiver and Transmitter coils must have the same resonant freguency 



There is NO voltage m this wire ONLY CUTLRENT 


COMMENT: Possible alternative arrangement: 
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The “COLD” and “HOT” ends of a Tesla Coil 

by Donald Smith 


COMMENT: If the excitation coil LI is positioned in the centre of coil L2, then the Tesla Coil will have a “cold” 
end and a “hot” end. A spark gap can only be connected to the “hot” end. You cannot get a good spark if the 
spark gap is connected to the “cold” end. 


Tesla Coil Geometry * 


“Hot end” 



“Cold end” 
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COMMENT: This is very important for practical applications, so read Don Smith’s documents for morę details. 
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COMMENT: It is easy to understand the “Hot” and “Cold” ends, if one end of the Tesla Coil is grounded... 


23 






















The Grounded Tesla coil - a hidden form of energy 

EXPLANATION: We can look at the Tesla coil as a piece of metal. Every piece of metal can be charged. If 
Tesla coil is grounded, it has an extra charge delivered from the ground, and has an extra energy also. But, it can 
be find out only in electrostatics interactions, not in electromagnetic one. 





Comment: This diagram shows only one instant, after half a cycle, the polarities will be swapped over. 
Ouestion: How can we use this fact? 


Answer: We have to arrange an electrostatic interaction: 


r l / -K 







Bifilar 

winding 



Comments: Extra capacitors can be used for charging them. 

This looks like Smith’s plasma globe device. Maybe, he used this technology. 

This can be used in charge pump technology for excitation by an alternating electrical field, read 
the section on the charge pump or charge funnel. 

The wiring can be different to that shown above. 
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Examples of grounded bifilar (multi-strand) coils 

From Tariel Kapanadze in his 100 KW device 



from Steven Mark in big TPU 


Grounding board 



from Donald Smith 
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Possible simulation of the L 4 wave “Cold and “Hot ends 



U(x) 


One layer 

Node 

One layer 

Node 

Two layer 

Coil 


Coil 


Coil 


No des 



X 


/ U(x) 


Node 



MODERN OPTTONS 
In bark EMF suppre ssion 

Yersion 1 


SYMŁIETRICAL YERSION 
By Iłon Smith 
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H ■ O to mains voltaqe 
X R M Hz 


0 to 9,000 volts 
35.1 kHz 
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Step-down 

transformer Mains vo | tafle 






Step-down 
transformer 



LOAD 


Primary coil in SmitITs 
device plays The same 
role as the rod in 
Gray's tubę. These 
devices use the 
same principle. 


Explanation: 


Both of the two out of phase outputs were used and both connected to the step-down transformer. 

1. Between sparks: 

There is no current in the step-down transformer and so the two ends of L2 are at the same voltage. 

2. During a spark: 

Parasitic capacitors (not shown) connected across both sections of L2 are discharged to ground, and current is 
produced in the step-down transformer. One end of L2 is at ground potential. But, the magnetic field of this 
current in L2 is perpendicular to the resonating field and so has no influence on it. As a result of this, you 
have power in the load, but the resonance is not destroyed. 

COMMENTS: In my opinion, these schematics have errors in the excitation section. Find those errors. 

Excitation by a single spark is possible. 

In the terminology of Mr. Tesla, this is a ‘charge pump’ or ‘charge funnel’. The charges are 
coming from the Ground which is the source of the energy. 

There are morę secrets in the following parts. 
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SECRET 1.1 

Back EMF suppression in a resonance coil 

Version 2 

Primary and secondary coils are placed on a rod core. Ali of the coils are arranged in special manner. The 
primary coil is placed in the middle of the core. The secondary coil is in two parts which are positioned at the 
ends of the rod. Ali of the coils are wound in the same direction. 


Secondary 
(load) coil f 



\jj 


n 

e Olu pul 


Rod core 


_TYYYV 

-► 


i 


Primary 

WF 

(resonance) coil 


Explanation: 

The electromagnetic fields produced by the resonant (excitation) current and the load current are perpendicular to 
each other: 


H- 



For resonance 
;pi excitmg) 
current 


So, although you have power in the load, resonance is not destroyed by that output 
power. 


Comments: The load must be chosen so as to get the maximum amount of power flowing into it. Very Iow 

loads and very high loads will both have close to zero energy flowing in them. 


The secondary coil is shunting the primary coil, and so it has a current flowing in it even if no 
loads are connected. 


The secondary coil can be adjusted for resonance too. 


The “rod” materiał can be air, or other materials. 
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SECRET 1.1 

Back EMF suppression in a resonance coil 

Version 3 

(long wire usage - bifilar usage) 


EXPLANATION: It is very much like Version 1, but here, the two coils are combined into a single coil. 


RE MARK Tkere is no current 
in tlie load witliout spark 


Secondaiy (load) 
bifilai ot long linę coil 


Rl 






Output spark 
.. ■- 






\ 


Rod core 


Primary (resonance) 
coil 


Os 


Ground 


IT IS IMPOSSIBLE! 


(Without back EMF suppression) 


By Don Smith 



Multi-coil system for energy multiplication 


COMMENT : You decide how you think it was madę. Maybe short-circuited coils will be useful ... 

Read the following parts to discover morę secrets... 


29 
















ifi iii*. 


MODERN OPTIONS? 
For Back EMF suppression 

Version 3 


BI-FILAR USAGE 



By Tariel Kapanadze 

The first end BC - spark gap 

The second end BC - free 
(N ot shown) 


Secondary 
Bifilar Coil (BC) 
Is not grounded 


Step-Down 
trans former 
Is grounded 


Fossible schematics of the device 




i Ground Not grounded 


Power 


BIFILAR USAGE 
By Timothy Trapp 


COMMENT: See Trapp’s sites for morę details 
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POSSIBLE CORE CONFIGURATION 
For back EMF suppression 


TOROIDAL CORE 
BI-FILAR WINDING 




COMMENTS: An ordinary excitation winding is wound all of the way around a toroidal core. 

A bi-filar output winding is wound around the whole of a toroidal core. 
Remember about the “Hot” and “Cold” ends of a bi-filar coil. 


ORDINARY WINDING 




Output coil 
consists of 
two parts 


/ 




^-- 




\ 


\ 


\ 


COMMENT: Remember about the “Hot” and “Cold” ends of the output coil 


E-TYPE CORE 
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THE BASIS OF BACK EMF SUPPRESSION 

(Tesla patent) 


Mc4el) 2 SJhmŁs—E hctt L 

W. TESLA. 

SEBtfLAm FOR DYHAMO ELECTRIC MACHINES, 

Ko. 336,961, Pateuted Mar. 2, 1688, 


u U 




,7v£ 






JM* 











£**& 
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SECRET 1.2 

The Spark-Exciting Generator (“SEG”) 

(Charge delivering to LC Circuit) 



REMARK The freąuency of sparks is equal to the resonance freąuency of the Tesla coil, Eiiid the 
moment of exciting eorresponds to the maximum voltage on the Tesla coiL 


N 



Fur i hc? best resuli 



lucahli Cod $yętem 
[nsejlabJc Mriv2b]c L-l 


EXPLANATION: 

The spark delivers charge to the L-C Circuit 

The charge Q on a capacitor C with voltage Uis:Q = UxC orU = Q/ C 
Where Q is a charge delivered by one spark. 
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During the excitation of the L-C Circuit by the sparks, the capacitance C is constant. 

After N excitations, the voltage Un on C will be Un = N x Q / C And, energy En will be raised as N 2 . 

In other words, If the L-C Circuit is excited by charges, we have energy amplification. 


POSSIBLE MODEFICATION 


Load 



COMMENT: You need to understand that a feedback loop in the electromagnetic field is a changing voltage 
level in the L-C Circuit capacitor, a high-voltage transformer is connected to collect the excess energy. 


WITHOUT SYNCHRONISATION 

UV transfbmicr 
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The Spark-Exciting Generator 

From Don Smith 


Power Swftct Kmiti 

\ 


fllSH VOLT«i JłlDUtTrMI 
TPMIStCWCfl ftłOui E 



rt!S CORŁ 
ijtutv.il ih Colt 

Non f ^ 



Lahoir Hmmlc 1 ffl* ’« 10 Hn-feW 

r L US I 



Output 

spark 


CaPAUTOI 


Rl 


pgmwi 1, CoiŁf Vj,bii* t«*c■ 2. Capacit*^ V*bia**.c. I, ftctmofl, WahmRef. i. IJ ! .. 

5. fttmiY- ftECHM6EABU^ t, Off-Ol Słfl FCH, taflfLF , 7< HjGU VoLtA$Ę TftANSfORWfl, 

I, ftifi hith SrtfH fep. 9. Rłactor* Ihduci»» Coil, 11. Feci Bach hith Sf«n Sap, 

II, RCACTAHt foli . 12. ł^TPUt P-'* i -.1- U- I»tl. FOR ELEYtN- Ił. GflMJMDIfłG h0r: ELEWI, 


Time linę for SEG 



MAINTAIN RESONANCE AND GET FREE-ENERGY !! 

EXPLANATION: It appears that we need to charge the capacitor Circuit to an energy level which is greater than 
that of the source energy itself. At first glance, this appears to be an impossible task, but the problem is actually 
solved quite simply. 

The charging system is screened, or "blinded", to use the terminology of Mr. Tesla, so that it cannot “see” the 
presence of the charge in the capacitor. To accomplish this, one end of a capacitor is connected to the ground 
and the other end is connected to the high-energy coil, the second end of which is free. After connecting to this 
higher energy level from the energising coil, electrons from the ground can charge a capacitor to a very high level. 

In this case, the charging system does not "see" what charge is already in a capacitor. Each pulse is treated as if 
it were the first pulse ever generated. Thus, the capacitor can reach a higher energy level than of the source itself. 

After the accumulation of the energy, it is discharged to the load through the discharge spark gap. After that, the 
process is repeated again and again indefinitely ... 

COMMENT: The frequency of the excitation sparks, must match the resonant frequency of the output coil. 

(capacitors 2 and 14 are used to achieve this goal). This is multi-spark excitation. 

COMMENT: Charges are pumping from the ground to 11-15 Circuit, this device extracts charge from ambient 

space. Because of this, it will not work properly without a ground connection. 
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If you need Mains frequency, or don’t want use an output spark, then read the following parts... 
Asymmetrical transformers can be used (read the following parts) 


POSSIBLE SEG ARRANGEMENT 

(From Russian forum) 

Oulpat spark f2 



ExcLtatioii spark 
fl 


Siep-łJrmu Ir ans farmer 


COMMENT: The LI Tesla coil shown above, is energised by spark fi. Resonant, step-down transformer L2 is 
connected to the LI Tesla coil by output spark f2. The frequency of fi is much higher than that of f2. 

SEG WITHOUT SYNCHRONISATION 

From Don Smith 



Tluee metal 
slieets are used 


Pay attention 
to this part;.. 


REMARK: It must be adjusted by dimensions, materials (???) 


Possible stliemafics 
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EXPLANA Tl ON 


REMINDER: An ordinary capacitor is a device for separating charges on it’s plates, 
The total charge inside an ordinary capacitor is zero (read the textbooks). 




+q -g +q -g 


r~r 

r~r 

E ^ 

£+ . 

E + m 





E_ 

£_ 




- - 


There is an electrical field only inside the capacitor. The electrical field outside the capacitor is zero ( because the 
fields cancel each other ). 

So far, connecting one piąte to the ground we will get no current flowing in this Circuit: 



REMINDER: A separated capacitor is a device for accumulating charges on it’s plates. 

The total charge on a separated capacitor is NOT zero (read the textbooks). So far, by connecting one piąte 
of the separated capacitor to the ground we will get a current flowing in this Circuit (because there is an external 
field). 



► 

► 

► 
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REMARK: We get the same situation, if only one piąte of an ordinary capacitor is charged. So far, connecting 
an uncharged piąte of an ordinary capacitor to the ground we get a current flowing in this Circuit also (because 
there is an external field). 


0=0 



► 


OR 


0=0 



Alternately charging a capacitor’s plates 

Avramenko’s pług - is it a free energy device? 


The principle: Each piąte of a capacitor charges as a separated capacitor. Charging takes place in an 
alternating fashion, first one piąte and then the other piąte. 



The result: The capacitor is charged to a voltage which is greater than that which the charging system delivers. 

Explanation: The external field of an ordinary charged capacitor is equal to or near zero, as noted above. So, if 
you charge plates as a separated capacitor (upload or download charge), the charging system will not “see" the 
field which already exists inside the capacitor, and will charge the plates as ifthe field inside the capacitor is 
absent. 



External field is absent Extemal field is 

present 


Once a piąte has been charged, begin to charge another piąte. 
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present 


After the second piąte ofthe capacitor has been charged, the external field becomes zero again. The 
charging system cannot "see" the field inside the capacitor once again and the process repeats again several 
times, raising the voltage until the spark gap connected to the output load discharges it. 

REMARK: You will recall that an ordinary capacitor is a device for charge separation. The charging process of a 
capacitor causes electrons from on one piąte to be "pumped" to another piąte. After that, there is an excess of 
electrons on one piąte, while the other one has deficit, and that creates a potential difference between them (read 
the textbooks). The total amount of charge inside the capacitordoes not change. Thus the task ofthe 
charging system is to move charge temporarily from one piąte to another . 


The simplest Free-Energy device (???) 

REMARK: The capacitance of an ordinary capacitor is much greater than the capacitance of a separated piąte 
capacitor (provided that it’s plates are close to each other). 


Charging 

system 




COMMENT: The time between SI and S2 is very short. 
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FIELD BEFORE SI 


FIELD AFTER SI 



REMARKS: This is an illustration of energy-dependence in a coordinated system. 

This is an illustration of the so-called Zero-Point Energy. 


ASYMMETRICAL CAPACITOR 

( Current amplification??? ) 


Input 



Output 

spark 



spark 



o— 


Ri 


COMMENT : The capacitance (size) of the piąte on the right is much greater than that of the piąte on the left. 
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HELI) AFTER SI 


FIELD AFTER S2 



COMMENT: Charges from the ground will run on to the right hand piąte UNTIL the moment when the external 
field drops to zero caused by the second spark (“S2”). It takes morę charges flowing from the ground to annihilate 
the external field at the instant of the second spark, because the capacitance of the piąte on the right is far 
greater. ‘Morę charge’ means ‘morę current’, so you have achieved current amplification through this 
arrangement. 

COMMENT: The field at the terminals of the piąte on the right is not zero after both sparks have occurred, this is 
because a field remains due to the additional charges which have flowed in (‘pumped’) from the ground. 
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THE SIMPLEST ASYMMETRICAL CAPACITORS 

The most simple asymmetrical capacitors are the Leyden jar and the coaxial cable (also invented by Mr. Tesla). 




I. L^paru-u*) lltKUuJ*** 01’i 

3 -h l. r ■ ■ n>: - - 5-1:1-% t-cirhi r 
ł > )wl fci? n™ -Hm^wAnfiufcailEPiri 
ii H? flHPrfliłillC*'] 


Apart from the fact that the area (capacitance) of the plates of these capacitors is different, and they therefore are 
asymmetrical, they have another property: 

The electrostatic field of the external electrode of these devices does not affect the internal 
electrode. 


Field from the external electrode 



Field from internal electrode 



EXPLANATION: This is caused by the fact that the electrostatic field is absent inside the metal bodies (see 

textbooks). 

REMARK: This is true provided that the plates are charged separately. 

CAPACITOR - TRIODE 

(The third electrode in an asymmetrical capacitor) 



REMARK: Dr. Harold Aspden has pointed out the possibility of Energy Amplification when using this device. 
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THE PRINCIPLE OF CURRENT AMPLIFICATION 

IN THE CAPACITOR - TRIODE 


EXPLANATION: You have to get zero potential on the inside of a smali cylinder (on the input electrode). In this 
case, the charge on the external cylinder will be morę than on the internal cylinder. Morę charge means morę 
current, and so you’ll have current amplification. 

In detail: 

The potential around any cylinder with radius ‘R’ is: 



Ainzą R 


where q is a charge on this cylinder 


Potential inside this cylinder is the same, because: 


^-0 

^ and 


m m comL 


If you want to get zero potential inside two cylinders (on the input electrode) you have to deliver morę charge of 
the opposite sign to the external one, proportionally to the radius of this cylinder. A larger radius means morę 
charge. 

OPERATIONAL SEOUENCE: 

1. Charge the input electrode from your source of energy. 

2. The smali cylinder (control electrode) will be charged automatically, if it’s connected to the ground through 
a diodę with the properly polarity. 

3. Discharge the input electrode to zero level (for example, by using a spark). As a result there will be a 
zero potential on it. 

4. If the external cylinder is connected to the ground through a diodę with the properly polarity, it will be 
charged automatically with the opposite sign. But the charge “pumped” from the ground will morę than for 
smali cylinder (proportional to the ratio of their radiuses). 

5. As a result, there is current amplification. 


COMMENT: Did Edwin Gray use this principle in his device?. 




F I G. 3 


FI G. 4 




COMMENT: If so, then Gray’s patent is lacking some very important details (???) 
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THE PRINCIPLE OF THE “BLINDNESS” 
CHARGING SYSTEM IN THE SEG 


n ir? ^ 

(■ V li ^ « X 

t fi L J i \ 

J f\ H f ' 1 !k 




EXPLANATION: The “short” coil is not able to see the oscillations in the “long” coil, because the total number of 

magnetic lines from the “long” coil which are passing through the “short” coil is close to zero 
(because one half is in one direction and the other half is in the opposite direction). 

COMMENT: This a particular case of an asymmetrical transformer, for morę details read the part about 

asymmetrical transformers. 
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COMMENTS ABOUT THE SEG: 

Ali Back EMF schematics can be used in SEG 


Grround 


Rl 


yT 


Re&onance coil is 
secondary coil 


■ 

k i 
\\ 






fr. 

* f 

| 

j 1 

-* f 



► r 

: 

* 

*-Q 

Free end 

Yersion I 



Excitation spaii 


Piimaiy coil, 
placed m the 
middle of the 
secondaiY 



i 





Primaiy 

(excitatio«) coil 


V ersion 2 


Secondary (resonance) 


Rl 




COMMENTS: No current will be produced in the load in any of these circuits, unless there is a ground 

connection. Is excitation possible with just a single spark (???) 
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FOR MORĘ ASYMMETRY IN SEG ? 
FOR ONE SPARK EXCITING IN SEG ? 

By Don Smith 

Rl 


Additional 

capacitor 



Resonance coil is 
secondary coil 


KO Free end 



Ground 


Excitation spark 


Primary coil, 
placed in the 

middle of the 
secondary 



Prototype coil 


Excitation spark 



rrrr\ 




Primary 
(excitation) coil 


Additional 


Sec ondary (re s o nanc e) 
bifilar or long linę coil 




o 





\ 


\ 




\ 


\ 


\ 




\ 




N 


Rod core 


Excitation spark 


Primary (excitation) 
coil 


Ground 


Yersion 3 


COMMENT: This arrangement becomes morę asymmetrical after excitation 
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EXPLANATION 

Symmetry is destroyed by a spark 

If the impedances of Ra and Rc are the same at the frequency produced by signal generator FI, then the 
resulting voltage at points A and B will also be identical which means that there will be zero output. 


I 

n 




, , 


Opposite 

winding 



Ordinary 

winding 


ZERO 

OUTPUT 





Excitation 
spark 


Opposite 

winding 








Ordinary 

winding 



Tngn-zero 

1 OUTPUT 


* 


If the Circuit is excited by the very sharp, positive-only, DC voltage spike produced by a spark, then the 
impedances of Ra and Rc are not the same and there is a non-zero output. 


Here is a possible alternative. Please notę that the position of the output coil must be adjusted, it’s best position 
depending on value of resistor Rcand the freguency being produced by signal generator FI. 



Ordinary 

winding 


( 

< 


ZERO 

OUTPUT 


L 




A 


Opp o site Ordinary 
winding winding 



y 

Excitation 
spark i 

\ 


Ih 



\ 







Ec 






NON-ZERO 

OUTPUT 


Here is another possible arrangement. Here, the position of the output coil depends on LI and L2: 



Ordinary 

winding 


f 

Ł 




ZERO 
OUTPUT 



winding 


Ł 


s 


NON-ZERO 

OUTPUT 
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A NOMOGRAPH 



Using a nomograph: Draw a straight linę from your chosen 30 kHz frequency (purple linę) through your chosen 
100 nanofarad capacitor value and carry the linę on as far as the (blue) inductance linę as shown above. 

You can now read the reactance off the red linę, which looks like 51 ohms to me. This means that when the 
Circuit is running at a frequency of 30 kHz, then the current flow through your 100 nF capacitor will be the same as 
through a 51 ohm resistor. Reading off the blue "Inductance" linę that same current flow at that frequency would 
occur with a coil which has an inductance of 0.28 millihenries. 
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MODERN OPTIONS IN SEG 


Back EMF suppression in resonance coil 

Version 3 

By Don Smith 



Multi lilie coil 


Globe device for energy generation 


COMMENT: Please notę that a long wire is used and one-spark excitation, where additional capacitors are 
used to create non-symmetry (???) 

Version??? 

By Don Smith 



Multi coil system for energy multiplication 

Version??? 

By Tariel Kapanadze 



No description, so read the following section... 
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KAPANADZE PROCESS 

The process requires only 4 steps: 

STEP 1 

An L-C (coil-capacitor) Circuit is pulsed and it’s resonant frequency determined (possibly by feeding it power 
through a spark gap and adjusting a nearby coil for maximum power collection). 

AU(t) 



STEP 2 


The SEG process causes the energy level in the L-C Circuit to rise. Power is fed via a spark gap which produces 
a very sharp square wave signal which contains every frequency in it. The L-C Circuit automatically resonates at 
it’s own frequency in the same way that a beli always produces the same musical frequency when struck, no 
matter how it is struck. 



STEP 3 

The output waveform from the L-C Circuit is then manipulated to provide an output which oscillates at the 
freguency on the local mains supply (50 Hz or 60 Hz typically). 
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STEP 4 

Finally, the oscillations are smoothed by filtering to provide mains-frequency output power. 



COMMENT: Ali of these processes are described in Kapanadze’s patents and so, no State or private confidential 

information is shown here. Kapanadze’s process is the SEG process. 

COMMENT: As I see it, the main difference between the designs of Don Smith and Tariel Kapanadze is the 

inverter or modulator in the output Circuit. At mains frequency you need a huge transformer core in 
a powerful inverter. 


Read the following parts to discover morę secrets... 
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MODERN OPTION 

Lowering the L-C frequency to mains frequency (Modulation) 



COMMENTS: It is possible to use square waves instead of sine waves to ease the loading on the transistors. 
This is very similar to the output sections of Tariel Kapanadze’s patents. This method does not require a powerful 
transformer with a huge core in order to provide 50 Hz or 60 Hz. 


Don Smith’s option (guessed at by Patrick Kelly) 


Step-down 



COMMENT : There is no high-frequency high-voltage step-down transformer, but a step-down transformer is 
used for mains freguency which means that it will need a huge core. 


FOR BOTH SCHEMATICS: 

You must choose the load in order to get the maximum power output. Very Iow, and very high 

loads will qive almost no energy in the load (because the current flowing in the output Circuit is 

restricted by the current flowing in the resonant Circuit) . 
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ILLUSTRATIONS FOR FREOUENCY LOWERING 

From Tariel Kapanadze 
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ENERGY GAIN 

(REMARKS on 1.1 and 1.2 SECRETS) 


We must consider two options: 

1. Back-EMF suppression.(1.1) 

2. Excitation by a spark.(1.2). 

THESE OPTIONS ARE DIFFERENT 

However, in both cases, an increase of energy occurs due to the charges being pumped in from the 
ground. In the terminology of Mr. Tesla - “a charge funnel” or in modern terminology “a charge pump”. 


1. In the first case, the problem for the oscillating Circuit is to "create" an electromagnetic field which has a high 
intensity electrical component in ambient space. (Ideally, it is only necessary for the high-voltage capacitor be 
fully charged once. After that, if the Circuit is lossless, then oscillation will be maintained indefinitely without the 
need for any further input power). 

THIS IS A "BAIT" TO ATTRACT CHARGES FROM THE AMBIENT SPACE. 

Only a tiny amount of energy is needed to create such a "bait"... 

Next, move the "bait" to one side of the Circuit, the side which is the source of the charges (Ground). The 
separation between the “bait” and the charges is now so smali that breakdown occurs. The inherent parasitic 
capacitance of the Circuit will be instantly charged, creating a voltage difference at the opposite ends of the Circuit, 
which in turn causes spurious oscillations. The energy contained in these oscillations is the energy gain which we 
want to capture and use. This energy powers the load. This very useful electromagnetic field containing our 
excess power osciilates in a direction which is perpendicular to the direction of oscillation of the "bait" field and 
because of this very important difference, the output power oscillations do not destroy it. This vital factor happens 
because the coil is wound with two opposing halves. The parasitic oscillations gradually die out, passing all of 
their energy to the load. 

This energy-gaining process is repeated, spark by spark. The morę often a spark occurs, the higher the excess 
power output will be. That is, the higher the spark frequency (caused by a higher voltage across the spark gap), 
the higher the power output and the greater the efficiency of the process. Hardly any additional "bait" energy is 
ever required. 

2. In the second case we must charge the capacitor Circuit to an energy level higher than that of the source 
energy itself. At first glance, this appears to be an impossible task, but the problem is solved quite easily. 

The charging system is screened, or "blinded", to use the terminology of Mr. Tesla, so that it cannot “see” the 
presence of the charge in the capacitor. To accomplish this, one end of a capacitor is connected to the ground 
and the other end is connected to the high-energy coil, the second end of which is free. After connecting to this 
higher energy level from the energising coil, electrons from the ground can charge a capacitor to a very high level. 

In this case, the charging system does not "see" what charge is already in a capacitor. Each pulse is treated as if 
it were the first pulse ever generated. Thus, the capacitor can reach a higher energy level than that of the source 
itself. 

After the accumulation of the energy, it is discharged to the load through the discharge spark gap. After that, the 
process is repeated again and again indefinitely ... 


THIS PROCESS DOES NOT REOUIRE THE SUPPRESSION OF BACK-EMF 


3. It should be noted, that option 1 and option 2 above could be combined. 
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SECRET2 

SWITCHABLE INDUCTANCE 

The inductance is comprised of two coils which are positioned close to each other. Their connections are shown 
in front. 



CONSTRUCTION: When constructing this arrangement there are many different options due to the various 
types of core which can be used for the coils: 

1. Air-core 


2. A ferromagnetic bar core 

3. A ferromagnetic toroidal core 

4. A transformer style ferromagnetic core. 




2 


3 


4 


PROPERTIES: (tested many times with a variety of cores) 

The value of the total inductance Ls does not change if you short one of the inductors Li or L2 

(This may have been tested for the first time by Mr. Tesla back in the 19th century). 

APPLICATION TECHNIOUE: 

This energy generation is based on the asymmetrical process: 

1. Feed the total inductance L s with a current I 

2. Then short-circuit one of the inductors (say, LI) 

3. Drain the energy from inductor L2 into a capacitor 

4. After draining L2, then remove the short-circuit from LI, short-circuit L2 and then drain the energy from LI 
into a capacitor 

OUESTION: ls it possible, using this method, to get twice the energy amount due to the asymmetry of the 
process, and if not, then what is wrong? 

AN ANSWER: We need to start winding coils and performing tests. 
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EXAMPLES OF COILS ACTUALLY CONSTRUCTED 



A coil was wound on a transformer ferromagnetic core (the size is not important) with permeability 2500 (not 
important) which was designed as a power-supply transformer. Each half-coil was 200 turns (not important), of 
0.33 mm diameter wire (not important). The total inductance L s is about 2 mH (not important). 



A coil was wound on a toroidal ferromagnetic core with permeability 1000 (not important). Each half-coil was 200 
turns (not important), of 0.33 mm diameter wire (not important). The total inductance L s is about 4 mH (not 
important). 



An ordinary laminated iron core transformer intended for 50-60 Hz power supply use (size is not important) was 
wound with a coil placed on each of it’s two halves. The total inductance L s is about 100 mH (not important). 


THE OBJECTIVE OF THE TESTS 

To make tests to confirm the properties of the coils, and then make measurements of the L s inductance both with 
coil L2 short-circuited and coil L2 not short-circuited, and then compare the results. 


COMMENT : Ali of the tests can be done with just the toroidal coil as the other coils have been shown to have the 
same properties. You can repeat these tests and confirm this for yourself. 
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OPTION 1 

These simple inductance measurements can be carried out with the help of an ordinary RLC (Resistance / 
Inductance / Capacitance) meter, such as the one shown here: 



The measurements taken: 

The total coil inductance L s was measured without short-circuited coils, the figurę was recorded. The L2 coil was 
then short-circuited and the inductance Ls measured again and the result recorded. Then, the results of the two 
measurements were compared. 


The result: The inductance L s was unchanged (to an accuracy of about a one percent). 


OPTION 2 

A special set-up was used, consisting of an analogue oscilloscope, a digital voltmeter and a signal generator, to 
measure a voltage on the inductance Ls without L2 being short-circuited and then with L2 short-circuited. 



After the measurements were madę, all of the results were compared. 
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Schematic of the set-up: 



The order in which the measurements were taken 

The voltage on the resistor was measured using the oscilloscope and the voltage on the inductor was measured 
using the voltmeter. Readings were taken before and after short-circuiting L2. 


The result: The voltages remained unchanged (to an accuracy of about one percent). 


Additional measurements 

Before the above measurements were taken, the voltages across LI and L2 were measured. The voltage on both 
halves was a half of the voltage on the total inductor L s . 


COMMENT: The frequency of about 10 kHz was chosen because the coil did not have parasitic resonances at 
this frequency or at Iow frequencies. Ali measurements were repeated using a coil with a ferromagnetic E-shaped 
transformer core. Ali of the results were the same. 
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OPTION 3 

Capacitor recharging. 

The objective was to match voltages on a capacitor, both before and after it being recharged by interaction with 
an inductor which could be connected into the Circuit via a switch. 




The experiment conditions 

A capacitor is charged from a battery and is connected to the inductor through the first diodę (included to give 
protection against oscillations). At the moment of feedback, half of the inductor is shunted by the second diodę 
(due to it’s polarity), while the inductance must remain unchanged. If after recharging the capacitor the capacitor 
voltage is the same (but with reversed polarity), then generation will have taken place (because a half of the 
energy remains in the shunted half of the inductor). 

In theory, it is impossible, for an ordinary inductor consisting of two coils to do this. 


The result: 



The result confirms the prediction - the remaining energy is morę than the capacitor gives to the coil 
(with an accuracy of 20%). 
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Test components: Capacitor 47 nano Farads, inductor LS is about 2 mH , Shotky Silicon diodes BAT42, 
voltage used: 12 V. 


THE RESULT VERIFICATION FOR OPTION 3 

For verification of these results and in order to improve the accuracy, all measurements were repeated using 
alternative components. 


Test components: Capacitor: 1.5 nano Farads; total inductance: 1.6 mH, germanium diodes: (Russian) 
D311, charging voltage: 5V. 


The result: Confirmation of the previous measurements (a) shown below: 



(a) (b) 


The recharging accuracy was improved to 10 percent. Also, a check measurement was madę without the 
second diodę. The result was essentially the same as the measurement which used the shunting diodę. The 
missing 10 percent of the voltage can be explained as losses due to the spread capacitor’s inductance and in it’s 
resistance. 

CONTINUED TESTING 

The shunting diodę was reversed and the test performed again: 



The result: It seems that the charge is spot on... 
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Further testing 


An oscilloscope was connected to the coil instead of to the capacitor, in order to avoid influence of the first diodę 
so the oscillations viewed were based on the inductance of the spread capacitors. 



The result: The accuracy of capacitor recharging was improved to 5 percent (due to the removal of the 
influence of the first diodę). After the main capacitor was switched off (by the diodę), you can see oscillations 
caused by the spread capacitance of the inductors. Based on the frequency of the oscillations which were 4 to 5 
times higher than that of the main capacitor, one can estimate the spread capacitance as being 16 to 25 times 
lower than the main capacitor. 


Still further testing 

Testing of the oscillation Circuit shunting, with the two cases combined (and without the first diodę): 



The result: A contour (oscillation Circuit) is not destroyed, but it is shunted a lot. One can explain it by 
considering the moments when both diodes are conducting and so, shunt the Circuit. As an addition, the voltage 
on the down diodę is shown (the time scalę is stretched). The negative voltage is close to maximum. 
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Still further testing 

Charging a capacitor by shunting current in oscillation modę. 




r 

-Ifl H 

1 _ 


Conditions: The addition of a charging capacitor of 47 nano Farads. 

The result: A capacitor is charging without shunting the Circuit. The finał voltage on it is 0.8 V, and rises an falls 
of the voltage depend on the value of the capacitor. 



THE OVERALL RESULTS OF THE TESTS (OPTIONS 1, 2 and 3) 

The symmetry of interaction in systems with electromagnetic field feedback (as with switched inductance) appears 
to be violated, and this implies that this arrangement could be used to generate energy. 

COMMENT: You need to choose the load in order to get the maximum power output. Very Iow, and very high 
loads, will send almost no energy to the load. 
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ILLUSTRATION FOR SWITCHABLE INDUCTANCE 


Initially- charge d capacitor 


Ele ctr omagnetic ally 
cGupled coils wound in 
opposing directions 



Output capacitor 


EXPLANATION: The Circuit has two kinds of currents: the main current and the shunting current. 




The main and the shunting currents run through the same output capacitor in one direction, if the output capacitor 
is discharged. 



There is no shunting current, if the output capacitor is charged. 
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ILLUSTRATION FOR SWITCHABLE INDUCTANCE 

From Don Smith 



EXPLANATION As Don Smith said, two detector receivers were combined, and one FE device was constructed. 



COMMENTS: Don Smith produced this explanation as a PDF file: www.free-energy-info.com/Smith.pdf 

The resistance of the load must be chosen so as to get the maximum possible power in it. 

The “board” does not contain an output Circuit, because a couple of spark gaps and one step-down 
transformer can be used instead of diodes and a capacitor (this was pointed out before, so read 
the part which describes the suppression of back EMF). 
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MECHANICAL (INERTIAL) ANALOGUE OF SWITCHABLE INDUCTANCE 

From Tariel Kapanadze 


Yersion 1 


Electrical output 
generator 


Controlling 

mechanism 


Pendulum 1 
(Metallic disk) 



Rotation direction 
Output generator for 
both half- periods 


Rotation direction 
for the first half - period 


Transmission to 
the generator 


Pendulum 2 
(Metallic disk) 


Spring (helix) 


Rotation direction 
for the second half - period 



rransmission 





Controlling mechanism 


EXPLANATION: When one pendulum is stopping the other is accelerating. The controlling mechanism connects 
the pendulums to the output generator one after the other and so maintains the oscillations. 
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CONNECTING EXTRA MASS TO A MECHANICAL OSCILLATOR 


EXPLANATION: Mechanical energy can be stored in any spring by compressing it or stretching it (1). It 
corresponds to two positions in a mechanical oscillator (2), when only potential energy takes place in an 
oscillating process 




Potential energy 


Kinetic energy 


Potential energy 


EXPLANATION: If extra mass is connecting periodically to one side or the other, of a mechanical oscillator, it 
will be shifting without any energy loss during the oscillation process 


O 


?VWW*1 



Change 

position 


COMMENT There is no need to transfer extra 
mass from one position to another m an actual 
device, because extra mass is a disc. and masses 
in a mechanical oscillator are discs also. You only 
have to connect them in a variety of ways. 





Change 

position 


COMMENT A grounded Teslacoil is an 
analogue of a spring with one side fixed 



tVWVW 

•Mt° 


O 



tWVW* 

•Vwvyv 



Change 

position 


Change 

position 


Change 
^ position 


Change 
^ position 




«KAA/W* 



E p =k(<lx) 3 /2 - Potential energy of defbrmed 
spring (helix) 


Alid so on.,. 
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THE PRINCIPLE OF AMPLIFICATION OF MECHANICAL ENERGY 


Explanation: The principle is based on an asymmetrical flywheel (1) consisting of a smali mass and a large 
mass. These masses are balanced across the centre of rotation, that is, are located at a distance proportional to 
their weights, from the center of rotation. This helps to avoid vibration when they are rotating (the same principle 
used when balancing a car wheel). 


1 

Vi , 

1 


3 


*- *V M 1 



mJ 


Ei= 0 . 5 *MiVi 2 


Centre of 
rotation. 

L 2 =Li/k 

M 2 =k*Mi 


>Li 




Centre of 
rotation 


V 2 =Vi/k 


E?-Ei k 



F Vl ! „ 

Ei 


Centre of 
rotation 


Li ^ 


>L] 



. 4 .... 




^^Ei 

i Mi 


The inertial moment of such a flywheel (1) is analogous to the inertial moments of flywheels (2) and (3), consisting 
only of large or smali masses. However, from the point of view of kinetic energy, all of these examples, (1), (2) 
and (3) are different. This is because the kinetic energy of every mass depends on the direction and speed at 
which it moves (if is released during rotation). The highest common kinetic energy is in the masses of flywheel 
(3), as less energy is contained in flywheel (1) and the smallest kinetic energy is in flywheel (2). In order to get an 
increase in energy one needs to achieve a set-up which is based on a spring (for energy transformation from 
kinetic energy to potential energy and back again) and a lever of Archimedes (for changing the point where the 
force is applied). 



Kinetic energy 


Potential energy 


Change mass 
and point force 


Kinetic energy 


Comments: 

1. The simplified schematic diagrams shown here are for explanation purposes only. 

2. In an actual device, you can use a spring in rotation modę (as Tariel Kapanadze did). 

3. You can use disks and rings as flywheel masses (as Tariel Kapanadze did). 

4. Altering one mass to another is actually achieved by connecting them in various ways. 
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Comment: Any asymmetrical mechanical oscillator behaves as indicated above, when the potential energy of a 
compressed spring is transformed to the kinetic energy of moving masses. 



The potential energy of the spring is distributed unequally between the smali and large masses. A smali mass 
acquires morę energy relative to it’s size than a large mass does. The sum of the kinetic energies of both masses 
is equal to the potential energy of the spring. 

Comment: This is based on Tesla’s asymmetrical schematic: 
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FLYWHEEL - A HIDDEN FORM OF ENERGY 

(Clarifications on mechanical energy amplification) 

EXPLANATION: If you don’t want to lose mechanical energy when doing work, then this work must be done by 
an imaging force. This force is absent in an inertial coordinate system, but it is present in a non-inertial coordinate 
system. When in a rotational coordinate system this force is called ‘centrifugal’ force. 


TOP VIEW 
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TOP VIEW 
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Work 
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Angular velocity 
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Centrifugal force 
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Rotation system 
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Track of one mass 
during a work in 
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SIDE VIEW 
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r~ Work 
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J 
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Work 


COMMENT: After the work is done, the centrifugal force is Iow and if you want to continue producing mechanical 
work, you have to use the other coordinate system where centrifugal force is high again. This is possible because 
linear velocity does not change. You have to provide the other support point only (and a cord) in order to 
produce mechanical energy again. 

COMMENT: If you want to make this mechanical work continuous, then the end of the first track must also be the 
beginning of the second track. You have to change coordinate system periodically. 


Point of maximum 
centrifugal force of 
the first track 


Point of minimum 
centrifugal force of 
the second track 




Point of masiimum 
centrifugal force of 
the second track 


Point of minimum 
centrifugal force of 
the first track 


COMMENT: In a real situation, you have to compensate for energy loss due to friction and so a part of the excess 
energy must be used to maintain the process. 
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ILLUSTRATION FOR SWITCHABLE INDUCTANCE 

From Alfred Hubbard 



EXPLANATION: The center coil and all of the peripheral coils can “grasp” the same flux coming from the 

resonance coil. All other details are the same as in Smith’s version. 

COMMENTS: In other words, you can use rods as the coil core, instead of a closed ferromagnetic core. 

But, this is not the only option in Hubbard’s device. He may have had another one, based on a 
different principle, perhaps the principle of energy amplification in an LC Circuit as described 
earlier, but with switchable inductance being used. 





Uęfit S-jTb 
D.C. ."taw* HaL-kTl 

ItrłS *.*-/*< C. 
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MODERN OPTIONS? 

In switchable inductance 


Version 1 



EXPLANATION: The central section of the coil and it’s two end sections are wound in opposite directions. 


COMMENT: The coil shown in the picture above has twice the inductance, when it’s end sections are short- 
circuited (measurements madę with the Chinese-built RLC test meter shown here): 


HuhbartTs version 



Version 2 



f-'i« i**ii 


WCI&Wts* wi! r 
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By Don Smith 



But, this looks like resonance in an asymmetrical transformer 


99999 



Version 3 
By Tariel Kapanadze 



No description ...??? 
Read on forfurther details.... 
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THE BASIS OF SWITCHABLE INDUCTANCES 

(Tesla patent) 


(So Model) 2 RŁoats—Shoe* L 

W. TESLI, 

SEiHJŁATOR FOR DYHAMO ELECTRIC MAOHIISS, 

Ho. 336,961. Paleuted Mar, 2, 18BQ, 




m 3""0—O—o 


,>r 





i 




£> 




0:<£Lu& 




71 









































SECRET3 

THE ASYMMETRICAL TRANSFORMER 

With a magnetic field feedback loop (evolution of the 2nd secret) 

LENZ LAW IS VIOLATED IN AN ASYMMETRICAL TRANSFORMER 

(Therefore it is not possible to use it as an ordinary transformer) 


An asymmetrical transformer can have two coils: L2 and Ls. Coil l_2 is wound on one side of the toroidal core 
while Ls is wound so that it encloses both the toroid and the coil L 2 as shown here: 



Optionally, this arrangement can be implemented with a wide rangę of styles of transformer core: 



One option is to use the above (switched inductor) arrangement and add one morę coil: 




Now that you understand the operational principles of this system, you can use any configuration which you need. 
For example: 



OR 
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ILLUSTRATION FOR AN ASYMMETRICAL TRANSFORMER OF SOME KIND 


m are " sra, 

ł V % i ^ 1 

t fi Ł J t- L 




THE MECHANICAL EQUIVALENT OF AN ASYMMETRICAL TRANSFORMER 

This example shows an ordinary transformer, wound on an E-core plus an external excitation magnet: 




The magnet orientation may be diffeient 



The magnet orientation mav be different 

r l 




In other words: L2 is still used, but instead of L s the exciting magnet is used. 

The result: 

1. The voltage developed across coil L2 depends on the number of turns in L2, but the short-circuit current 
through L2 does NOT depend on the number of turns in coil L2. 

2. You need to choose the load connected to L2 in order to get the maximum power output. Very Iow, and very 
high loads, will give almost no power output. 
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RESONANCE IN AN ASYMMETRICAL TRANSFORMER 


The first coil is used as a transmitter of energy, and the second coil as a receiver of energy. 



It is very like radio broadcasting, where the receiver is located far away from the transmitter, and has no feedback. 
The first coil works in parallel resonance and the second coil in serial resonance (although the two schematic 
diagrams look alike). 


E Q13VALENT SCHEMATICS 



CONSEQUENTLY: You can get much morę voltage on I_2 than on Ls 
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An experiment: 


Generator Yoltmeter 



Conditions: 

The resonance frequency is about 10 kHz. The total inductance Ls is 2.2 mH, the l _2 inductance (same as the LI 
inductance) is 100 mH, the ratio Ls:L2 is 1:45 with an E-shape core, permeability is 2500. 


The result: 

At the resonance frequency, there can be a voltage which is 50 times morę on any parts (LI or L2) matched with 
the total coil LS, and voltage changes on R are no morę than 15 percent . 


The phase shift in voltage is about 90 degrees between LS and L2. 



(The amplitudes were equalised) 

Further 

An additional step-down coil Ld was wound around L2, turns ratio 50:1 (matched with L2), and the load resistor 
Rl = 100 Ohms was connected to it. 


The result 

Changes in current consumption (estimated by measuring the voltage across R) are no morę 15 percent. 
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MODERN OPTIONS IN USAGE OF AN 
Asymmetrical transformer 
By Don Smith 


The schematic is like this: 


Resonance 
circiut 





COMMENTS: Between sparks, l_2 has a voltage on it’s ends. If Rl is connected directly to l_2 then there will 
be no output current without resonance and there will be no output current without a spark. 


MORĘ ACCURATE: 



Rl 


J 


0 Lf Output spark 


0 


COMMENTS: l_2 has no voltage on it’s ends (without a spark). This is ordinary back-EMF suppression, 
invented by Nikola Tesla. 


Re&onance 

circuit 


MORĘ USEFUL 

Hi 


C 




Ls 





f 1 


L ’ 

\ 

\ - 

L_J 



i 

t 


H 2 


Rl 


_ V 

Step-up transformer 


/ 



Output spark 


COMMENT: l_2 has no voltage on it’s ends (without a spark). 
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Secret 3.1 

THE ASYMMETRICAL TRANSFORMER BASED 
ON THE SHORT-CIRCUITED COIL 

INTRODUCTION 

Remark: Voltage distribution on the shorted coil depends on the position of the exciting coil. 

DESCRIPTION 


CASE 1 The excitation coil is centered: 

Result: We have the fuli period of the voltage distribution on the short-circuited coil 
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CONSTRUCTION OF THE ASYMMETRICAL TRANSFORMER 

based on the short-circuited coil 

CASE 1 The short-circuited coil is wound in one direction 


Output coil 



Gore inside is 
optional 


Result: The output does not influence the input in any way. 

Explanation: The signal from the output coil generates zero voltage difference on the input coil. 

Remark: The position of the coils should be adjusted in order to give the best result. 

CASE 2: The short-circuited coil is wound in opposite directions from the centre outwards, and only half of the 
coil is short-circuited: 


Shunt 



Output 

Result: The output has no influence on the input coil 


Gore inside is 
optional 


Explanation: The signal from the output coil generates zero voltage difference on the input coil. 
Remark: The position of the input coil needs to be adjusted to get the best result. 


Remark: The coil’s position depends on permeability of the core. Morę permeability means morę alike with 
distribution pointed at the beginning. 

Best Position: To find the best coil position, connect the signal generator to the output, and then find the coil 

position which shows zero at the input terminals. Alternatively, use an RLC meter connected to 
the input terminals and then find the coil position which gives no change in reading when the 
output terminals are short-circuited (for both case 1 and case 2). 

Comment: The length of the wire, the total length of the coil, and the diameter of the coil are not important. The 

number of turns in the input and output coils plays the same role as in an ordinary transformer, for 

both case 1 and case 2. 
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CASE 1 


MODERN APPLICATIONS FOR SHORT-CIRCUITED COILS 

By Don Smith 

( . ECTRtCAl i NERGY GINERATiNG SYSTEM 


PoUrt F«4i q OS / lWyi'74 


Resonance 
input Circuit 
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CASE 2 



I "CTRICAL ENERGY GINERATiNG SYSTEM 
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REMARK: The position of the coils must be adjusted until the output has zero influence on the input. 
REMEMBER: Nonę of the (input) energy used for exciting ambient space should appear in the load. 
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AN EXAMPLE OF CASE 2 

By Don Smith 


0 to mains voltage 
@ 60 Hz 

Mains 
voltage 


0 to 9,000 volts 
35.1 kHz 



lnverter 



Neon-tube 

driver 


Variac 


^ c=r ^ 


Spark 

gap 


r-»+i 

Ł 



T 


12V 



2^iF 8 KV 


X 


COMMENTS: The output coil can be adjusted to resonate with the input coil, but this is not important for 

understanding the principle. Excitation with just one spark is possible (not in resonance), but the 
freguency of the sparks influences the output power directly. 



COMMENT: Don Smith used the simplest doubling excitation freguency 






COMMENTS: Resonance frequency of the Circuit is about 60-70 kHz, but dimmer is for 30-35 kHz. 

For adjusting the excitation frequency, voltage/frequency technology was used. 

You have to adjust two parameters: the position of the slider and the excitation freguency. 
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MODERN APPLICATION FOR SHORT-CIRCUITED COILS 

By William Barbat 

US Patent Application number 2007/0007844 

Self-Sustaining Electric-Power Generator Utilizing Electrons of Low Inertial Mass to Magnify lnductive Energy 
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Fig. 3 
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U6EFUL 

WORK 
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Fig. i 
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Fig, 1{B) 



30 


Fig. 1{C) 

Ifla 



30 



Fig. 4 


Figi T 



COMMENT In order to understand this device, you have 
to read Barbafs patent application US 2007/0007844 Al 
www.free-energy-info.com/PatD25.pdf 


COMMENT I would like to point out that externally, it 
looks very much like Alfred Hubbard’s device. 
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AN EXAMPLE OF CASE 1 

By Tariel Kapanadze 




Escitation coil 


L/4 coil 
(OUTPUT) 



Short-circuited coil insi de 


L/4 coil 
(OUTPUT) 


L/4 coil 


Enciting coils 


L/4 coil 

(OUTPUT) 

/ REAL COILfi; \ 

(OUTPUT) 




COMMENT: Adjust the positions of the coils to get the best result. 
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AN EXAMPLE OF CASE 1 

By Steven Mark 

TPU 


REMARK: An idea - an asymmetrical transformer based on the shorted-circuited coil: 



REMARK: The positions of the coils must be properly adjusted, in order to have no transmission feedback from 
the output to the input. To understand this better, read the part which is devoted to switchable inductance. 


EXPLANATION: 


The first layer (shunted coil wound around the whole core) 


The second layer (coils for input and output) 




VOLTAGE DISTRIBUTION 



Lenyth 
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THE BASIS OF THE TPU 

(Tesla Patent) 


(Ko Kadel.) 


N. TESLA. 2 SlieBU-Steat 2. 

SYSTEM OF ELECTRIOAL DISTRIBUTION. 

No. 381,970. Patented May 1, 1888. 



wir/tesses: 


MCKT08. 
*Atj:trća, *.£cj£a. 
ar 

/ó-att-O aM., 

'^~Kć*/rT0f)xers 


REMEMBER: 

The position of the coils must be adiusted. 

The easiest way to do this is to add or remove 

turns at the ends of the coils. 


ACTUAL TPU 


Asymmetrical transformer CASE 2 



AN EXAMPLE OF CASE 2 

By Tariel Kapanadze 

Mechanical device 



84 


















































































MODERN USE OF SHORT-CIRCUITED COILS 

by Cherepanov Yalera (‘SR193’ in Russian forum) 



COMMENT: This arrangement can be used for back-EMF suppression in resonance (spark excited) modę to 

get a laser effect (very exciting summation effects). 



COMMENT: This was copied from this device of Tariel Kapanadze (???). 


Don Smith 




A 


99999 


Excitation spark 


i 


COMMENT: Mr. Tesla said: “The optimum relation for the main and additional coil is 3/4L and L/4”. Is that ratio 

used here? 


COMMENT: If you don’t understand this schematic, look at simplest version of the coil. 
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THE SIMPLEST VERSION 

where the output has zero influence on the input 


FOR RESONANCE 


FOR ACCUMULATION 



Resonance capacitor 



Excitation 

spark 



i" 


Position of 
the coil must 
be adjusted 



Huge 

capacitor 



Excitation 

spark 




Position of 
the coil must 
be adjusted 


i* 


lt can be used 
like this.... 

Comment: This is an instance of case 1 where the output coil was removed, and some of the turns from the 
short-circuited coil were used instead. 


THE ASYMMETRICAL TRANSFORMER (BASED ON A SHORT-CIRCUITED COIL) 

COMBINED WITH A STEP-DOWN TRANSFORMER? 

Don Smith 
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Not iinportant??? 



THE RELATIONSHIPS of Don Smith’s TPU size and position are important. 
REMARK: Those relationships are used to produce an asymmetrical transformer 


MECHANICAL ANALOGUE OF THE 
ASYMMETRICAL TRANSFORMER 

CASE2 

By Don Smith 














Schematic: 


Output 


Movin<j 

Ł 






N 


REMEMBER: Any asymmetrical transformer must be adjusted. 

REMARK: Don Smith placed magnets inside the coils, but that is not important for understanding the process 

as his device does not match the schematic. 


SOME REMARKS ON ASYMMETRICAL IN-FRONT CONNECTION 

(Useful remarks) 

Some turns were added on one half of the coil, and some turns were removed from the other half. An additional 
magnetic field H3 was created, with inductance - Ld. 



Afńiarure ( gaięiaior j 

iaV‘ icLg plaćc Cif ihc L - ' 

fMkts t$mmś Ajnp<?łijc 


H 1 +H 3 H 2 - H 3 


► -* 



RESULT: A large part of the total inductance acts as an inductor, and a smali part acts as a capacitor. 

This is a well known fact (read books). The total voltage on the coil is less than on it’s halves. 



Yellow - The voltage on the total coil 

Red - The voltage on the large section of that coil 

RESULT: The yoltage on it’s halves is 4 times the yoltage on the total coil 
The measurements were madę in the freguency band 10 kHz to 100 kHz. 
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Here is the result of a capacitor discharging into this coil: 



CURRENT AMPLIFICATION 

If a lot of asymmetric transformers are placed with a common flux flow through them, they will have no influence 
on this flux flow, as any one asymmetric transformer does not have any influence on the flux flow. If the 
secondary L2 transformer coils are then connected in parallel, this produces current amplification. 





> 

* 

* 

> 


An aŁymiuetric 
Transformer with 
the ^econd ccii 


An asymmetric 
Transformer with 
the second cod 


An a synom e trio 
Transformer with 
the sec cud ccii 


Receiver 



AS A RESULT 


You have an asymmetric transformer arranged in a stack: 



For fiat (uniform) field inside of LS, it can be arranged with additional turns at it’s ends. 




mmmmmm 



mmmmmi 







I 











wmm 



W////M 

mrnm 















mm. 





mmm 



-'mm. 



wwm 
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EXAMPLES OF COILS WHICH WERE ACTUALLY CONSTRUCTED 



The coils are constructed from 5 sections, madę from E-type ferrite core with a permeability of 2500, and wound 
using plastic-covered wire. The central sections L2 have 25 turns, and edge sections have 36 turns (to equalise 
the voltage on them). Ali sections are connected in parallel. The coil Ls has field-flattening turns at it’s ends, and 
a single-layer winding Ls was used, the number of turns depending on the diameter of the wire used. 


The current amplification for these particular coils is 4 times. 

Changing Ls inductance is 3% (if L2 is short-circuited) 


The power source in Nikola Tesla car “Red arrow” is 

FERROMAGNETIC RESONANCE 



COMMENT: To understand electromagnetic feedback, you must consider the action to be like that of domains 

which have a group behaviour, or alternatively, spin waves (like a row of standing dominos falling 
over where each one is toppled by the previous one hitting it). 
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THE BASIS OF FERROMAGNETIC RESONANCE 


When a ferromagnetic materiał is placed in a magnetic field, it can absorb external electromagnetic radiation in a 
direction perpendicular to the direction of the magnetic field, which will cause ferromagnetic resonance at the 
correct freguency. 



This is an energy-amplifying transformer invented by Mr. Tesla. 


ClUESTION: What use is a ferromagnetic rod in Free-Energy devices? 

AN ANSWER: It can change magnetisation of the materiał along magnetic field direction without the need for a 

powerful external force. 

ClUESTION: Is it true that the resonant frequencies for ferromagnetics are in the tens of Gigahertz rangę? 

AN ANSWER: Yes, it is true, and the frequency of ferromagnetic resonance depends on the external magnetic 

field (a strong magnetic field produces a high frequency). But with ferromagnetics it is possible 
to get resonance without applying any external magnetic field, this is the so-called “natural 
ferromagnetic resonance”. In this case, the magnetic field is defined by the local magnetisation 
of the sample. Here, the absorption frequencies occur in a wide band, due to the large variations 
possible in the conditions of magnetisation, and so you must use a wide band of frequencies to 
get ferromagnetic resonance 

A POSSIBLE PROCESS FOR ACOUIRING FREE-ENERGY 

1. Subjecting a ferromagnetic to a short electromagnetic pulse even without an external magnetic field, causes the 
acquisition of spin precession (domains will have group behaviour, and so ferromagnetics can easily be 
magnetised). 

2. Magnetisation of ferromagnetics can be by an external magnetic field. 

3. Energy acquisition can be as a result of strong sample magnetisation caused by an external magnetic field of 
lesser strength. 

COMMENT: You must use synchronisation for processes of irradiation and magnetisation of the sample. 


91 

























































USEFUL COMMENT : A ferromagnetic shield will not destroy the inductance of any coil placed inside it, 
provided that the ends of that coil are positioned on one side of the coil. 


Two ends are on 
one side of the coil 




Ferro magnetu: 
Shield (pipę) 


But, this coil can magnetise the ferromagnetic shield. 


SECRET 5 CONTINUATION ... 

TWO PERPENDICULAR COILS ON A COMMON AXIS 

(Standing waves, spin waves, domino effect, laser effect, open resonator, etc...) 


EXPLANATION: Standing waves can be excited not only in Tesla’s “horseshoe” magnet, but also in Tesla’s 

ferromagnetic transformer (excited by sparks...) 




Feirite rod 



COMMENT: Excitation can be arranged in different ways, by coils connection. The frequencies of oscillations in 

a coil depends on the number of turns in it (a big variation is possible due to this factor). 
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ACTUAL COILS 



COMMENT: The positions of the coils on the rods depends on whatever ferromagnetic materiał is being used, 

and on it’s size. The optimum arrangement has to be determined through experimentation. 

A transformer can have two pairs of coils: exciting (tubes), resonance or load (inside) 

- see Tesla’s Picture 


TOROIDAL VERSION OF AN ASYMMETRIC STACKED TRANSFORMER 

An inductor L2 is placed on the central ring between the short-circuits of the core, and the coil L s (not shown) is 
wound around all three rings, covering the whole of the toroid - this is an ordinary toroidal coil. 


Ls is wound 




The number of short-circuits depends on your requirements, and influences on the current amplification. 

THAT IS ALL, GOOD ŁUCK ... 


CONCLUSIONS 

1. The Energy-Conservation Law is a result (not reason) of symmetrical interaction. 

2. The simplest way to destroy symmetrical interaction is by using electromagnetic field feedback. 

3. All asymmetrical systems are outside the area covered by the Energy-Conservation Law. 

THE ENERGY CONSERVATION LAW CANNOT BE VIOLATED 
(The field covered by this law is only symmetrical interactions) 

No Private or State secrets are contained in this document. 

There are no ready-to-use schematics in this document, as all diagrams are only provided as an aid to 
understanding the principles involved. 
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